
 

1100eV, 1500eV, 1800eV Series 60 Hz 

15, 20 & 25 HP Heavy Duty Industrial Air Compressor 

COMPRESSOR UNIT: Single Stage, heavy duty, flood lubricated, asymmetrical lobe, rotary screw 
type. Unit equipped with tapered roller bearings for high load carrying 
capacity. Standard fluid fill is SULLUBE. 

MOTOR: 460V, TEFC Premium Efficient, Class F insulation, 
squirrel cage induction type. 40°C maximum (104°F) ambient temperature. 

DRIVE: Variable Speed Drive, 460V, NEMA 12 with soft start as standard. 230V/575V 
is available as an option. 

COUPLING: Motor connects directly to the compressor male rotor through a gear driven arrangement. 
Motor and compressor have a positive alignment through machined mating members. 

INLET AIR FILTER: Heavy-duty dry type with differential pressure indicator. 99.99% Efficient Per SAE 
J726C. Oversized for longer life. Element is easily replaced. 

AIR / FLUID HOUSING & ASME pressure relief valve; exclusive fluid filler to prevent overfilling; 
SEPARATION SYSTEM: fluid level sight glass; molded media, high efficiency, long life air/ fluid separator 

separator element; minimum pressure check valve; pneumatic blowdown valve. 

COOLING LUBRICATING 
SYSTEM: Fluid removes heat of compression from compressor unit and is circulated by air pressure differential 

(no auxiliary pump required) through air-cooled or water-cooled heat exchanger and filter. 
Equipment includes piped air-cooled after-cooled coolers with separate TEFC motor driven fan 

mounted for updraft discharge, moisture separator and electric drain. Full flow fluid filter, fluid 

thermal bypass valve. "O" ring seals are used on fluid connections. Maximum operating temperature 

of air-cooled coolers is 40°C (104°F). 

FLUID FILTER: Full flow fluid filter with spin off bowl for ease of service. Filter has replaceable element with 
high performance fiberglass media with efficiency rating Beta 15 = 75 Per ISO 16889. Elements 
are Coreless containing no metal for environmentally friendly disposal. 

CONTROL: Variable Speed Drive (VSD) Control System is used to match compressor output to system 
demand by controlling compressor speed. Capacity modulation range covers from 100 to 15 
percent. Below 15 percent air demand, the machine will unload and shutdown at the same time 
relieving sump pressure to atmosphere. 

PROTECTIVE DEVICES: High discharge temperature shutdown, low and high sump pressure, motor overload; low water 
pressure switch on water-cooled machines, fan motor overload on air-cooled machines. 
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MICROPROCESSOR Air receiver and line pressure readouts, start / stop pushbuttons, power on light, machine running 

CONTROLLER: light, service required light, fault light with fault reason display, compressor discharge temperature 
Readout, air/oil separator delta pressure, run hours, unload pressure, load delta pressure, unload 
minutes, condensate drain interval and on time, modulate disable, manual/automatic run selection, 
language selection, compressor sequencing. 

ENCLOSURE: Equipped with sound attenuating enclosure for low noise emission. 

GENERAL: All components are assembled and mounted as an integral package. Main 
motor and compressor are mounted on vibration isolators. Corrosion resistant 
control tubing and fittings are standard. 

 

NOTE: Data subject to change without notice. 
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