
MODEL 3009 3010 3012

Full Load Pressure - psig 125 150 175

Capacity at Full Load Pressure - acfm 167 148 130

Power at Full Load Pressure - bhp 45.4 43.9 41.8

Package kW Air-Cooled 37.7 36.6 34.8

Gear Ratio 3.95 3.52 3.16

Fluid Flow - gpm 9.0 9.9 10.6

Heat Rejection - Fluid Clr. BTU/min. 1620 1593 1534

Heat Rejection - Aft. Clr. BTU/min. 305 270 238

Air Flow Air-Cooled Fan - cfm 4800 4800 4800

Air-Cooled Fan Motor - hp 1.5 1.5 1.5

Air-Cooled Fan Motor Nominal Efficiency 87.5% 87.5% 87.5%

Standard Fan Water Column - in.  1/8  1/8  1/8

High Static Fan Water Column - in.  1/2  1/2  1/2

Fluid Fill Capacity - U.S. Gal. 3.5 3.5 3.5

Volume - Cubic Feet Air (U.S. Gal.) 5.3 5.3 5.3

Rated Pressure - psig 210 210 210

Air-Cooled w/enclosure 68 68 68

Length - in. 53.2 (60) 53.2 (60) 53.2 (60)

Width - in. 31.5 (40.5) 31.5 (40.5) 31.5 (40.5)

Height - in. 53.2 (62) 53.2 (62) 53.2 (62)

Weight - lbs. 1556 (1886) 1556 (1886) 1556 (1886)

Discharge  Connection - in. NPT 1 1/2 1 1/2 1 1/2

Moisture Drain Connection - in. NPT  1/4  1/4  1/4

Filter Rating
Inlet Air

Main Lubricant Flow Beta

dBA Ratings at 1 Meter (Typical)

3000 Series - 40 HP 60 Hz Horsepower Rated

Compressor Performance*

Cooling Data

Cooling Air Flows

Air/Fluid Housing

Dimensions & Weights w/Enclosure - Uncrated (Crated)

99.9% Eff. To 3 Microns Per SAE J726C

Beta 3 = 2, Beta 15 = 75 Per ISO 16889

For more information, contact Sullair at 

219.879.5451 or sullairsolutions@sullair.com www.sullair.com

Sullair Proprietary and Confidential

© 2015 Sullair, LLC



Electrical Data (Typical across all models) 200V 230V 460V 575V

Motor HP 40 40 40 40

Motor Nominal Efficiency 94.1% 94.1% 94.1% 94.1%

Nominal RPM 1770 1770 1770 1770

Frame Size (ODP) 324TSC 324TSC 324TSC 324TSC

Service Factor 1.2 1.2 1.2 1.2

Nameplate Amps 111.0 96.4 48.2 38.6

Locked Rotor Amps - Max. 584 508 254 203

Starter Size 150 150 65 65

Electrical Enclosure NEMA 4 NEMA 4 NEMA 4 NEMA 4

Integral Dryer Amps 9.42 8.34 4.17 3.33

Fan Amps (Air Cooled) 5.49 4.78 2.39 1.91

Package Amps 3009 131.3 114.1 57.1 45.7

Package Amps 3010 127.4 110.8 55.4 43.8

Package Amps 3012 121.2 105.4 52.7 42.1

NOTE: Data subject to change without notice TC Doc #: TDS-000235/00

** Integral Dryer Amps not included in Package Amps

* Capacity per CAGI/PNEUROP PN2CPTC2 (Annex C to ISO 1217)
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