SA Series Heatless Desiccant Dryers — 60Hz

Sullair Model

Performance Data

Rated flow at standard conditions
[scfm]

Pressure Dew Point [°F]
Max Operating Pressure [psig]
Min Operating Pressure [psig]

Max Inlet Temp [°F]
Min Inlet Temp [°F]
Max Air Outlet Temp [°F]

Electrical Data
Power Supply
FLA [amp]
Max Fuse [amp]
NEMA Rating

Dimensional & Weight Data
Height [in]
Width [in]
Depth [in]
Total Weight [Ibs]
Desiccant Weight [lbs]

Reference Data
Min Ambient Operating Temp [°F]
Max Ambient Operating Temp [°F]
Air Inlet @ prefilter
Air Outlet @ afterfilter
Pressure Relief Valve Setpoint
[psig]
Purge Source

Inlet Valve

Exhaust Valve

Proprietary & Confidential

SA1500

1500

150
80
120
50
150

120v/1Ph/60Hz
2
2
12

117
72
77

4985
1800

32
131
3" Flange
3" Flange

165

dry air
Dual Acting

Spring to Open
Spring to Close

SA2000

2000

135
80
120
50
150

120v/1Ph/60Hz
2
2
12

113
118
59
5206
2400

32
131
4" Flange
4" Flange

150

dry air

Dual Acting Spring

to Open
Spring to Close
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SA2600

2600

135
80
120
50
150

120v/1Ph/60Hz
2
2
12

111
138
67
7600
3100

32

131
4" Flange
4" Flange

150

dry air
Dual Acting Spring
to Open
Spring to Close

SA3000

3000

135
80
120
50
150

120v/1Ph/60Hz
2
2
12

111
138
67
8300
3600

32
131
6" Flange
6" Flange

150

dry air
Dual Acting Spring
to Open
Spring to Close
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SA Series Heatless Desiccant Dryers — 60Hz

Sullair Model SA1500 SA2000 SA2600 SA3000
Purge Data
Purge Flow [scfm] 225 300 390 450
Purge Set Pressure [psig] 47 42 59 34
Purge Orifice Size 5/8" 3/4" 3/4" 1"

Cycle Time Data

Selectable Cycle Times [mins] 4,5,6,10,15,20 4,5,6,10,15,20 4,5,6,10,15,20 4,5,6,10,15,20
Max cycle time under Dewpoint
Demand Operation[hours] 12 12 12 12
Page 2 of 2 TDS-000450/00

Proprietary & Confidential ®Hitachi Global Air Power US, LLC ©Hitachi Global Air Power US, LLC.



