
MODEL 250 300 350

Full Load Pressure - psig 500 500 500
Capacity at Full Load Pressure - acfm 500 630 750
Power at Full Load Pressure - bhp 270 325 379
Package kW_ WC ONLY 210 253 295
Gear Ratio 1.93 1.65 1.93

Fluid Flow - gpm 50.0 60.0 70.0
Heat Rejection - Fluid Clr. BTU/min. 9719 11709 13653
Heat Rejection - Aft. Clr. BTU/min. 1715 2066 2409

Water Cooled Series Flow (w/aftercooler)
Water Flow at 85˚ F  (gpm) 50 55 60
Water IN / OUT connection 1.5 / 1.5 1.5 / 1.5 1.5 / 1.5
Water Pressure Max / Min   psig 75 / 25 75 / 25 75 / 25
Water Outlet Temperature ˚F 115 115 115

Air Flow Air-Cooled Fan - cfm N/A N/A N/A

Fluid Fill Capacity - U.S. Gal. 30 30 30
Rated Pressure - psig 575 575 575

Water- Cooled w/o enclosure N/A N/A N/A
Water-Cooled w/enclosure N/A N/A N/A

Length - in. 120 120 120
Width - in. 72 72 72
Height - in. 75 75 75
Weight - lbs. 5700 5800 5800
Discharge  Connection - in. NPT     2     2     2

Length - in. 120 120 120
Width - in. 72 72 72
Height - in. 74 74 74
Weight - lbs. 6400 6500 6500
Discharge  Connection - in. NPT     2     2     2

LS20T 500 PSI 250- 350 HP  WATER COOLED 

Compressor Performance*

Cooling Data

Cooling Air Flows

Air/Fluid Housing

dBA Ratings at 1 Meter (Typical)

Dimensions & Weights w/o Enclosure - Uncrated (Crated)

Dimensions & Weights w/Enclosure - Uncrated (Crated)
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Inlet Air

Main Lubricant Flow Beta

Electrical Data (Typical across all models) 460V 460V 460V
Motor HP 250 300 350
Motor Nominal Efficiency 95.8% 95.8% 95.8%
Nominal RPM 1200 1800 1800
Frame Size (TEFC) 447TSD 447TSD 449TSD
Service Factor 1.15 1.15 1.15
Nameplate Amps 279.0 330.0 396
Locked Rotor Amps - Max. 2320 2300 2614
Starter Enclosure Rating Nema 4 Nema 4 Nema 4
Starter Size Amp Rating 420 420 500
Variable Speed Drive Enclosure Rating N/A N/A N/A
Variable Speed Drive Amp Rating N/A N/A N/A
Package Amps  - Water-Cooled
Package Amps  - Air-Cooled N/A N/A N/A

* Capacity per CAGI/PNEUROP PN2CPTC2 (Annex C to ISO 1217)

NOTE: Data subject to change without notice TC Doc #: TDS-000331/00

Filter Rating
99.9% Eff. To 3 Microns Per SAE J726C

Beta 3 = 2, Beta 15 = 75 Per ISO 16889
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