
 
 
 

 
LS-20TS Series, 350 – 450 HP—60 Hz Horsepower Rated 
 
MODEL      LS20TS-1050    LS20TS-1150 
 
Compressor Performance* 
Full Load Pressure - psig     225  300  350   225  300  350 
Capacity at Full Load Pressure - acfm    1050  1050  1050   1150  1150  1150 
Power at Full Load Pressure – bhp    355  406  441   390  445  484 
Package kW Air-cooled     C/F C/F C/F   C/F  C/F C/F 
Package kW Water-cooled     274  314  341   302  345  375 
Gear Ratio      2.06  2.06  2.06   2.27  2.27  2.27 
 
Electrical Data (Typical) 460V 
Motor hp      350  400  400   400  450  450 
Motor Nominal Efficiency     96.5  96.5  96.5   96.5  96.2  96.2 
Nominal rpm      1785  1785  1785   1785  1785  1785 
Frame Size ODP     505USD  507USD  507USD   507USD  507USD  507USD 
Service Factor      1.15  1.15  1.15   1.15  1.15  1.15 
Nameplate Amps      385  440  440   440  495  495 
Locked Rotor Amps - Max.     2550  2900  2900   2900  3250  3250 
Control Box Enclosure (NEMA)    4  4  4   4  4  4 
 
Cooling Data 
Fluid Flow - gpm      65  93  100   65  88  100 
Heat Rejection - Fluid Clr. BTU/min.    12493  14288  15519   13725  15660  17033 
Heat Rejection - Aft. Clr. BTU/min.    2559  2926  3179   2811  3208  3489 
 
Air/Fluid Receiver 
Fluid Fill Capacity - U.S. Gal.    35  35  35   35  35  35 
Volume - Cubic Feet Air (U.S.Gal.)         15.5(115.8) 15.5(115.8) 15.5(115.8)     15.5(115.8) 15.5(115.8) 15.5(115.8) 
Rated Pressure - psig     400  400  400   400  400  400 
 
Dimensions & Weights 
Length - inches      157  157  157   157  157  157 
Width - inches      72  72  72   72  72  72 
Height - inches      78  78  78   78  78  78 
Weight - lbs. - Open     8700  8800  8800   8800  9050  9050 
Weight - lbs. - Enclosed     9700  9800  9800   9800  10050  10050 
Discharge Connection - in. FLG.    2 1/2  2 1/2  2 1/2   2 1/2  2 1/2  2 1/2 
Moisture Drain Connection - in. NPT    3/4  3/4  3/4   3/4  3/4  3/4 
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LS20TS 350-450HP Series 60Hz

  
 
 

 
 
 
 
LS-20TS Series, 350 – 450 HP—60 Hz Horsepower Rated 
 
 
 
MODEL      LS20TS-1050   LS20TS-1150 
 
Dimensions & Weights For Remote AC Package 
Length - inches      70.5  70.5  70.5   70.5  70.5  70.5 
Width - inches      76.0  76.0  76.0   76.0  76.0  76.0 
Height - inches      67.0  67.0  67.0   67.0  67.0  67.0 
Weight - lbs.      1500  1500  1500   1500  1500  1500 
Oil Connection - inches     2 SAE  2 SAE  2 SAE   2 SAE  2 SAE  2 SAE 
Air Connection – inches –IN FLG    2 1/2  2 1/2  2 1/2   2 1/2  2 1/2  2 1/2 
Moisture Drain Connection - in. NPT    3/4  3/4  3/4   3/4  3/4  3/4 
 
dBA Ratings at 1 Meter (Typical) 
Air-cooled w/o enclosure     Consult Factory 
Water-cooled w/o enclosure     Consult Factory 
Air-cooled w/enclosure     Consult Factory 
Water-cooled w/enclosure     Consult Factory 
 
Water-cooled Series Flow (w/after-cooler) 
Flow at 85°F Water in - gpm     C/F C/F C/F   C/F  C/F C/F 
Pipe connection NPT - In/Out - inches    2 / 2  2 / 2  2 / 2   2 / 2 2/2 2/2 
Max./Min. Water Pressure - psig    75 / 25  75 / 25  75 / 25   75 / 25  75 / 25  75 / 25 
Water Outlet Temperature °F    115  115  115   115  115  115 
 
Cooling Air Flows 
Air Flow Water-cooled Fan w/encl. - cfm   8300  8300  8300   C/F C/F C/F 
Enclosure Vent Fan – hp (qty.)    3/4 (2)  3/4 (2)  3/4 (2)   3/4 (2)  3/4 (2)  3/4 (2) 
Air Flow Air-cooled Fan - cfm    22,500  22,500  22,500   C/F C/F C/F 
Air-cooled Fan Motor – hp (qty. 4)    1.5  1.5  1.5   C/F C/F C/F 
 
Filter Rating 
Inlet Air 99.9% Eff. Per SAE J726C 
Main Lubricant Flow Beta 3 = 2, Beta 23 = 75 Per ISO 4572 
 
*Capacity per CAGI / PNEUROP PN2CPTC2 (Annex C to ISO 1217.) 
 
 
C/F = Consult Factory 
 
 
NOTE: Data subject to change without notice. 
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