
This document may not be reproduced or distributed without express consent from Sullair. 

Page 1 of 1 

Issued: 9/20/2014 

 

 
 
 

US ST 2200 Series, 30 HP—60 Hz Horsepower Rated 
 

MODEL ST2208 
 

 
Compressor Performance* 
Rated Capacity – ACFM (m3/min) 127(3.6) 

Rated Load Pressure – psig (bar) 115(8)  

Power at Full Load Pressure – bhp (Shaft) kW(HP) 24.7(33.1)                      
Package kW Air-cooled 27.2(36.5) 

 

 
 

Electrical Data (Typical) 
Motor kW (HP) 

  
230V 
22(30) 

460V 
22(30) 

Motor Nominal Efficiency   94.1% 94.1% 

Nominal rpm   1770 1770 

Frame Size (ODP)   286TSC-4              286TSC-4      

Service Factor   1.15 1.15 

Nameplate Amps   FLA/SFA   69/79.4 34.5/39.7 

Locked Rotor Amps - Max.   585 342 

Starter Size   Wye Delta Wye Delta 

Electrical Enclosure    IP54  IP54 

 
Cooling Data 
Fluid Flow – gpm (L/Min)  8 (30) 

Heat Rejection -Fluid Clr. BTU/min.(kW)                                                          1160(20.4) 
 
 
 

Air/Fluid Receiver 
Fluid Fill Capacity - U.S. Gal. 3 

 

dBA Ratings at 1 Meter (Typical) 
Air-cooled w/enclosure 75 

 
Cooling Air Flows 
Aircooled Fan – m3/min (cfm) 100(3531) 

Air-cooled Fan Motor – kW (HP) 0.75 (1) 

 
Filter Rating 
Inlet Air 99.5% Eff. Per SAE J726C 

Main Lubricant Flow                                                                                   Beta 3= 2,Beta 23=75 Per ISO4572 

 
*Capacity per CAGI / PNEUROP PN2CPTC2 (Annex C to ISO 1217.) 

NOTE:  Data subject to change without notice. 
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